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MicorStick raises the bar not only from a visual standpoint. 

Its modern housing design is indicative of the new standard 

this system is setting in the area of electrode welding: 

MicorStick 160 is the fi rst fully resonant inverter welding 

unit that operates on 230V mains power featuring patented 

Micor technology. Weighing in at a mere 4.9 kg, this unit 

is one of the lightest available. Exceptionally robust at the 

same time, the unit is perfect both for the demanding 

everyday jobs at the workshop or use on site when fl exibil-

ity and durability are essential. We do not know any unit 

that is tougher than ours. Nor can we hardly think of one 

that offers the same unique performance range. Our 

innovative Micor technology is what gives the MicorStick its 

superior welding characteristics and guarantees a highly 

stable and forceful arc even when the unit is operated with 

long cables of up to 200 m or on a generator. Offsetting any 

fl uctuations in the mains voltage supply with ease, the 

MicorStick ensures reliable welding performance even if the 

mains power supply is unstable or weak and shows fl uctua-

tions within a range of -40 to +15 per cent. Naturally, we 

incorporated all essential welding features you would 

expect from an outstanding system: Hotstart, Anti-Stick and 

The MicorStick series

The MicorStick at a glance

Arc-Force regulation. Apart from these characteristics, the 

MicorStick utilises our stability program KickArc. This 

generates an arc frequency within the higher welding range 

which provides stability, reduces arc blow and gives 

increased dynamics. You will feel and hear the difference 

right away. After all, a turbocharged car will always sound 

different from any ordinary car. If you require even more 

Micor power, you can also opt for CEL electrode welding for 

your most challenging welding tasks. Ideal for those pipeline 

construction welders who often only have the 230 V mains 

power at their disposal during installation on site. 

MicorStick units offer 100% compatibility with the latest 

connection standard and can be operated without any 

restrictions on all public mains supplies. After all, we want 

you to be able to achieve welding perfection wherever and 

whenever you need it.

CEL version 

also available

Lighter. But better. The best for electrode welding. 
Full Micor power even with the single-phase range.

✓ ”3 steps to weld” operating concept

✓ full power even in case of voltage fl uctuations and 
when using long cables (up to 200 m)

✓ also available as an "Accu-ready" version for battery-
supplied welding using, for instance, Lorch's high-
performance battery pack MobilePower 1.

✓ high effi ciency and low energy consumption thanks to 
state-of-the-art Micor power electronics and automatic 
power savings mode

✓ generator-compatible

✓ overvoltage: no damage to the unit as a result of 
inadvertent connection to 400 V mains voltage

✓ manufactured and tested according to DIN EN 
60974-1, with CE mark, S-symbol and IP 23

✓ extremely robust sporting a minimal weight of 4.9 kg

✓ guaranteed protection against falls of up to 80 cm in 
height

✓ innovative and patented MICOR technology delivers 
maximum power and exceptional welding characteristics

✓ especially suitable for basic, rutile and special 
electrodes up to 4 mm

✓ available as an option: absolutely reliable vertical 
down-welding of cellulose electrodes (CEL)

✓ with Hotstart, Anti-Stick and Arc-Force regulation 
technology

✓ includes Kick-Arc stabilisation program: added 
directional stability and increased dynamics in the 
upper current range during mains operation

✓ InsideCoating: optimum dust protection for 
a long service life



Quality

Made in Germany

Norm MicorStick

QUALITY
OUT

The independent statistics state: Every machine is dropped at least 4 

times during its life time. The standard requires: a welding machine 

must be able to withstand a fall of only 25 cm. Yes, honestly! Only that. 

But you can be sure that it is a great deal more than 25 cm 

if a machine should fall out of your hand or from the work-

bench, this would usually leave the machine broken. That's 

simply a fact, unless of course it is red and comes from 

Lorch. We have fi tted our MicorStick Series with special 

crash protection and the result is impressive: with 

a guaranteed fall protection from a height of 80 cm.

Extremely robust.

The MicorStick ships with Lorch's latest Micor inverter technology. Fully resonant and 

exploiting performance capacities to the full extent, the system guarantees perfect 

welding characteristics and exceptional effi ciency that allows you to utilise 

valuable energy in the most effective way. But MicorStick does not stop 

there and optimises current consumption wherever possible. It will, for 

instance, detect when the welding unit is not in use and automatically 

switch the power supply unit to power savings mode and the operating 

panel to minimal load. A brief press on the start button is all it takes to 

restore your unit to ready-to-operate condition.

Energy effi ciency - plus power savings mode. 

Welding while connected to a 230 V mains supply is a clear-cut option. Micor 

technology even allows you to be connected to cables with a length of up to 200 m. 

What is more, Micor technology will even out fl uctuations during generator opera-

tion perfectly thanks to its vast voltage reserves. But that does not even begin to tell 

the story: MicorStick is also available as an "Accu-ready" version. A real take-all-in 

if it comes to current. It, thereby, provides you the maximum level of fl exibility you 

need to perfectly adapt to the conditions you fi nd on site. When available, you use 

the 230V mains supply for your welding operations, if not, you will utilise the 

power from the battery. Better still, Lorch offers a matching battery in separate 

housing that you can add as a retrofi t option at any time.

Maximum fl exibility. "Accu-ready" as well 

if you need it to - including "All-In" technology.

3 steps to achieve weld perfection
1. Switch on

2.  Select process

3.  Adjust welding current      
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Mains power supply

Generator

Battery
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MicorStick 160 CEL 

160 A

MicorStick 160

160 AThe machine variants

Welding range MicorStick 160 MicorStick 160 CEL

Electrode 10 – 150 A 10 – 150 A

TIG with ContacTIG 15 – 160 A 15 – 160 A

Welding wires

Electrode ø in mm 1,0 – 4,0 1,0 – 4,0

CEL  ø in mm -- 1,5 – 4,0

TIG   ø in mm 1,0 – 2,4 1,0 – 2,4

Standard duty cycle measured according to German quality standard DIN EN 60974-1 at 40°C ambient temperature

Current at 100 % duty cycle  (40 °C) 105 A 105 A

Current at 60 % duty cycle  (40 °C) 120 A 120 A

Duty cycle I max.  (40 °C) 30 % 30 %

Machine

Mains voltage 1~230 V 1~230 V 

Permitted mains tolerance + 15 % / – 40 % + 15 % / – 40 %

Mains fuse, delayed action 16 A 16 A

Dimensions in mm (L x W x H) 340 x 131 x 215 340 x 131 x 215

Weight 4,9 kg 4,9 kg

Battery operation 

"Accu ready" for use with MobilePower 1 battery pack

 

Optionally available to your 

Micorstick 160/160 CEL

"Accu ready":

MobilePower 1 battery pack 

plus charger

Perfect on the move for construction.
Both MicorStick and MobilePower can, of course, be carried separately with ease. This is because both come standard with 

a handy carrying strap. Another option is to use one of Lorch's clever transport and carrying solutions. Thinking ahead – 

for unlimited mobility.

Construction site pack 

(for MicorStick)

Easy Go 2

Carrying option for 

MicorStick and MobilePower 

side by side

Easy Go 1

Carrying option for 

MicorStick and MobilePower 

on top of each other

Weld Backpack

Comfortable backpack solution 

including waist and chest strap 

for MicorStick and MobilePower

www.lorch-me.com
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